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H elpful hi n t :    t o ease the install a tion of  r ails and  b olt s ,  use a sc r e w d r i v er  t o line up hole s . 

M a t e r ial included: 

16x P lastic  c ap (4 ) 

R am p 

B r a c e 

Sup p o r t tu b e s 

#1 

#2 

Sup p o r t tu b e 

-  A u t om a tic sc r e w d r i v e r 
-  P air of g r i p 

R equi r ed  t o ols : 

N ot included : 

4“ fl a t head  b olt   

F inished  w ashe r 
N u t 
L o c k nu t 
¾“ sc r e w 
½ ”  fl a t head  b olt   
1½ ”  sc r e w 
3“  b ol t 

9x 9x 4x 4x 7x 5x 2x 

#3 

W ashe r 

4x 

S t ep  2 

-  C iso r 

4-               P la c e the sho r t er sup p o r t tu b e 
in the o p ening  a t the  t op of the s t e p .     
Line up the holes and fix the sup p o r t   
tu b e with the 3 ”   b olts (2) ,   w ashers (4) ,   
and l o c k nuts (2) included using the   
o p ening in the back .    S lide the b r a c e    
on the up p er sup p o r t tu b e (fi g .  4) . 

1-             Install 2 protective foam pads
under each reinforcement parts. Fill the 3 
reinforcement parts of pea gravel*, 
following quantities as shown on (fig.1). 
Install the plastic caps.

5-              Inse r t the  r amp on  b ot h 
sup p o r t  tu b e s .    F ix the  r amp  t o the   
sup p o r t  tu b es with ¾ ”  sc r e w s (4) .   
(fi g .5) . 

2-             Lay the step and fix the 
reinforcement 1 and 2 at the appropriate 
places with the 1 ½ flat head bolts (6), 
washers (6), finished washers (6) and 
nuts (6). Fix the reinforcement #3 with  
4”  flat head bolt(2), 1 ½ flat head bolt (1),  
washers (2), finished washers (3), and  
nuts (3). 

  
  

S t ep  6 

fi g . 6 

B allas t 

6- Cut and dispose the nylon 
strap placed to retain the ballast unit  
with pea gravel*, seal with the plastic 
cap. (fig. 6). 

fi g . 1 

R ein f o rc eme n t  2 

R ein f o rc eme n t  1 

R ein f o rc eme n t  3 

M ax .  q t y . 

S t ep  1 

F ill  c omple t el y 

F oam pad (6 ) 

- Pea gravel 
Note : You will need approximately 
150 lbs of pea gravel. 
- Shim 

 

3-              L a y the s t ep on the fl a t side   
and inse r t the longer sup p o r t tu b e in   
the o p ening  a t the  b ot t om of the s t ep   
and fix it with the 3 ”   b olts (2) ,   w ashers (4)   
and l o c k nuts (2) included and  r aise up   
the s t ep (fi g .3) . 

p.1 

Read carefully the cautions and every steps before assembly and using your step.

Caution : File off all stripped or sharp edges before assembly to avoid injuries and pool damage.



STEP MAINTENANCE 
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H ole s 

8-   A ttach the b r a c e  t o the deck   
using the 1¾ ”  sc r e w s .    I f the deck is   
a b o v e the  t op r ail ,    a ttach the b r a c e   
di r e c tly  t o the deck (fi g .8) . 

9-   I f the deck is l o w er than th e 
po ol ,  the b r a c e should  b e shimmed*   
t o  a ttain the same l e v el as the  po o l 
(fi g .9) .   Ensu r e the shim is p r o p e r l y 
secu r ed  t o the deck . 

10-   I f the  po ol is l o w er than the   
deck ,  the b r a c e should  b e shimmed*   
t o  a ttain the same l e v el as the deck .   
Ensu r e the shim is p r o p e r ly secu r ed   
t o the  t op r ail (fi g .10) . 

S t ep 10   

fi g .1 0 fi g . 9 

S t ep  9 

fi g . 8 

S t ep  8 

ww w .lumi- o . c o m 

T his m o del  r equi r e a maximum inclin a tion of the  b ot t o m 
of the swimming  po ol of app r o xim a t ely 2 deg r ee s . 

* N ot included with the s t e p . 

STEP MAINTENANCE

R emem b e r :     
N othing  r epla c es   
pa r e n tal su p e r visio n 
W a t ch child r en  a t al l 
tim e . 

fi g . 7 

S t ep  7 
7-               M o v e the s t ep i n t o the  wa t e r 
and  all o w the air  t o es c a p e .    P la c e the   
s t ep against the  po ol  w all and ensu r e   
th a t the s t ep  t ouches the g r ound   
solidl y .     L e a v e 1 ”  gap  b e t w een the   
po ol  w all and the back of the s t e p .     
L o w er the b r a c e u n til its  r ests on the    
deck .    P ut the ballast unit on  t op of the   
s t ep (fi g .7) . 
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1 - When adding water in your pool, insert the nozzle of your hose in the side holes of the step to allow a good water 
      circulation throughout the season.
2 - When treating your water, do not forget to treat the water inside your step.

CAUTION

::   Install the step on a solid base and �at base.

::   Do not jump or dive from the step.

::   The step should be removed from the water when

     temperature drop below freezing.

::   Never lift the step by its rail.

::   Use battery-operated tools to avoid electric shock near water

::   Ensure no corrosive materials are added to the step or 

     hardware kit

::   The step shall be installed per manufacturer’s instructions.

::   The manufacturer is not responsible for damage or injuries

     caused by improper installation or use.

::   For more protection, we suggest to install a step pad* under 

     the step.

Call your pool supply for more information.
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